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Welcome to the RD Series Binding Machine

Thank you for purchasing a RD series model binding machine,which 

provides high volume work and keep the operation as low as possible.

Specification

Type                                    Desktop

Operate                               Manual and Semi-automatic

Thermostat temp                170 Degree

Max thickness                     40mm

Power  source                    220V  50 Hz

G.W.                                   35KGS

N.W.                                   32KGS

Dimension                          655mm*370mm*480mm

Consumable                       Glue

 Preheat time                       About 20 minutes

Packing description Binding machine  1 unit  ;  Cable wire   1 set
 Hard cover           1 set   ;  Soft cover    1 set
Cross screwdriver1 pc    ;  Spanner      1 pc

Glue                     1 set   ;  Service manual 1 pc
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Safety Guides



c. Provide enough room both front and rear for operate 

   e. Do not palce heavy objects on the unit, or it may cause

b. Keep the machine away from dusty or humid place.

 d. Unplug the power connect before moving the machine.

 a. Place the machine on a level and stable area.

injury.

WARNING

POWER CONNECT

    c. turn off the POWER switch when disconnecting a cable. 

a. Do not plug or unplug the power connect if your hands  

  b. Do not pull the power cord but hold the plug itself when 

  unplugging it , otherwise, electrical shock might occur.

are wet .Otherwise, an electric shock might occur.

   Safety Guides



Chapter  3    Operate Instruction 

1. Press the handle and draw out the paper pressure board.

2 .Put the cover in-between the paper pressure board and platform from 

the downside, and keep it close to the localizer. 
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